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Service instruction for displacement pumps Mixon 
 

Valid for pump model: 521-1500 
Version:   1.1  
 
 
Before you start, make sure you have required tools, this instruction, the required spares 
and have answered your possible questions related to the service of this pumps with the 
technical staff of Mixon (+46 303 24 66 60) 
 
Purpose: A: Packing set: Change of all o-rings, or 
 B: Repair set: Change of all o-rings and ball valves  
 
 
Follow these instructions carefully! 
 

 Before you start  

00 

 

Switch of electricity of the electrical 
cabinet and release pressure of the 
glue system by opening the dosage 
test and switch off the compressed 
air! 

0  

 

Tools needed: 

1 

 

Tools needed: 
 

¶ Allen key 6, 8, 10mm 

¶ Pincers 

¶ Screwdriver NOT sharp 

¶ Bolt 16mm 

¶ Wrench 17, 18, 19, 22mm 

¶ Large wrench 24-65mm 
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2 

 

Close inlet valve to both glue- and 
hardener filter 

3  Place bucket under the pumps/hoses 
to collect the glue hardener in the 
hose between filter and suction side of 
the pump, when the hoses are 
removed. 

4 

 

Unscrew the locks of the oil reservoirs 
on top of the pumps and catch-up the 
oil (LP-802) from the reservoirs in a 
bucket. 

 Dismantling of pump  

5 

 

Unscrew the pressure hose, including 
the equalizer from the pump. The hose 
and the equalizer may stay connected. 
 
 
Release here. 
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6 

 

Release the screws of the fixation of 
the hose on the bottom side of the 
pumps and remove the hose(s). Collect 
glue and hardener inside the hose in a 
bucket. 

7 

 

Release the screws of the connection 
slave pump on the leveler arms. 

8 

 

Remove the connection piece. 

9 

 

Remove the bolts from the top of the 
hydraulic motor to the leveler arms. 
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10 

 

Release the arms from the hydraulic 
motor. 

11 

 

Place the axel of the hydraulic motor in 
highest position (move up). This allows 
that the top of the piston of the pump 
can be reached from the opening of 
the pump distance, see picture 12. 
 

12 

 

Here you can place the wrench to 
release the pump axel from the axel of 
the hydraulic motor. 
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13 

 

Unscrew the piston of the pump from 
the hydraulic motor. Hold the wrench 
on the top of the pump (inspection 
hole oil) in a fixed position and release 
the axel of the hydraulic motor (move 
counter clockwise) with the other 
wrench. 

14 

 

Unscrew the 3 bolds on the underside 
of the pump. 

15 

 

Unscrew and release the three bolts. 

16 

 

Pump is now ready to be removed. 
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 Remove all wearing parts  

17 

 

 Take of the pump from the pump- 
distance. The washer and O-ring will 
fall off. 

18 

 

Draw the piston out of the cylinder by 
the power of or hands. Draw in line of 
the cylinder. 

19 

 

Carefully draw the piston out of the 
cylinder of the pump. 
 
 
 
This area of the piston may under no 
circumstances be damaged!! 
 
 
 

20  Clean the piston, the cylinder and parts 
which are in contact-contaminated 
with glue/ hardener. Use preferably 
warm water and brush. Most 
important to follow the 
recommendations/instructions of the 
adhesive supplier how to clear their 
parts in contact with the adhesive. Do 
not use under any circumstances sharp 
metal objects to clean or remove 
(hardened) adhesive. 
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21 

 

Remove the bottom part of the 
cylinder of the pump. Use large 
wrench. Remove part clockwise. 

22 

 

Un-screwed bottom ball valve house. 

23 

 

Remove the ball stop. 

24 

 

Take the bottom valve apart. 
 
Clean the housing with warm water. 
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25 

 

Now we focus on the piston of the 
pump. 
Start to remove the lower part, the 
piston hub. 
 
 

26 

 

Remove the piston hub and washer on 
top of the hub. 

27 

 

Remove the piston hub and washer on 
top of the hub.  

28 

 

We remove all the O-rings from the 
hub now.  
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29 

 

 

30 

 

Remove all the O-rings/scraper and 
clean the piston hub after parts are 
taken off. 

31 

 

Now remove the O-rings from the 
pack-box. 

32 

 

Dismantled pack-box. 

  


